
Interfaces include RJ45: NIC, Mgt NIC, Serial Console; DB9;
USB

I've also patched the firmware on most
of these servers.

power 120 or 208
VAC, unless spec

o/w

Brand Model CPU RAM [GB] Hard Disk [GB]
Height in U (if
Rack Mount) Interfaces, # NICs # Power Supplies

Typical Power
Consumption [W] Weight Quantity Notes

Sun Enterprise Enterprise 250 2X UltraSPARC-II 2 2X 9 or 18 SCSI 6 1 1 185 53 kg (118 lb.) 2

Sun Enterprise 420R 4X UltraSPARC-II 4 2X 18 or 36 SCSI 4
1 + 10/100 quad
HBA? 2 210 32.0 kg (71 lb.) 3

Roger may have
10/100 quad HBA?

Sun Enterprise 220R 2X UltraSPARC-II 2 2X 18 or 36 SCSI 4 1 2 200 32 kg (71 lb.) 2

Sun Fire V480
4X 1050 MHz,
UltraSPARC-III 8 2X 74 FC-AL 5 2 2 800 44 kg (97 lbs) 2

Sun Fire V490
4X 1350 MHz,
UltraSPARC-IV 16 2X 74 FC-AL 5 2 2 (200-240VAC) 940 44 kg (97 lbs) 3

Sun Fire Blade 100 UltraSPARC-II 1 2X 40 PATA desktop 1 1 40 12 Kg (27 lbs.) 8
possibly more -
Gerald?

Sun Fire Blade 150 UltraSPARC-II 2 2X 40 PATA desktop 1 1 45 12 Kg (27 lbs.) 15
possibly more -
Gerald?

Sun Fire Blade 1500
1500 MHz,
UltraSPARC-IIIi 2 120 PATA desktop 1 1 135 15 kg (33 lbs) 2 + 6

6 in stortage in AE
ready to go with
more waiting to be
wiped.

Sun Ultra Ent 2 UltraSPARC-II ? ? desktop 1 1 ? 12 Kg (27 lbs) 1
Sun Ultra 10 UltraSPARC-II 1 2X 40 PATA desktop 1 1 75 20 kg (44 lb.) 3
Sun Ultra 60 UltraSPARC-II ? ? desktop 1 1 ? 18 kg (39 lb.) ? Gerald?
Sun Ultra 20 AMD Opteron ? ? SATA desktop 1 1 ? 15 kg (34 lb.) ? Gerald?

Sun Enterprise T5120

1165 MHz  SUNW,
UltraSPARC-T2 w/ 64
threads/pipes 32 2X 146 SAS 1 4 2 260 18 Kg (40 lbs.) possible

Sun Enterprise T5120

1165 MHz  SUNW,
UltraSPARC-T2 w/ 64
threads/pipes 16 2X 146 SAS 1 4 2 260 18 Kg (40 lbs.) 1

Sun Enterprise T2000

1200 MHz  SUNW,
UltraSPARC-T1 w/32
threads/pipes 16 | 32 2X 72 SAS 2 4 2 210 18 Kg (40 lbs.) 5

Sun Fire V125
1002 MHz SUNW,
UltraSPARC-IIIi 2 2X 146 SCSI 1 2 + SCSI 1 140 12 Kg (27 lbs.) 5 + more coming

Sun Fire 280R
2X 1200 MHz,
UltraSPARC-III+ 8 2X 72 SCSI 4

1 + 4X 10/100
HBA + SCSI 2 340 34 Kg (75 lbs.) 1 + 1 soon

Sun Fire V240
2X 1500 MHz SUNW,
UltraSPARC-IIIi 2 | 4 | 8 2-4X 72 SCSI 2 4 + SCSI 2 260 19 Kg (42 lbs.) 7 + more coming

Sun Fire V245
2X 1500 MHz SUNW,
UltraSPARC-IIIi 8 2X 72 SAS 2 4 2 260 18 Kg (40 lbs.) possible

Sun Netra st D130 UltraSPARC-II 1 3X 18 SCSI 1 SCSI I/O 1 60 10 Kg (22 lbs) 3
Sun Netra T1 105 UltraSPARC-II 1 2X 18 SCSI 1 2 + SCSI 1 60 10 Kg (22 lbs) 1
Sun Netra T1 UltraSPARC-II 1 2X 18 SCSI 1 2 + SCSI 1 60 10 Kg (22 lbs) 2

IBM P Series 7028-6C4
4 X 1,453MHz Power
PC, POWER4 8 2X 70 4 2 + FC HBA 2 620 47 kg (104 lb) 2

IBM
TotalStorage
FAStT700 Server Xeon 2 ?

N/A - media on
external arrays 4

2X 1G NIC, 8X
FC2 2 ? 56 Kg (124 lbs) 1

IBM Exp100 array n/a n/a

14 slots, w/ 6
SATA-to-FC-AL
adapter frames + 8
shells 2 2X FC2 2 ? 26 Kg (57 lbs) 1

IBM P Series p510 9110-510 2X POWER5 2 2X 70 SCSI 2 2 2 300 18 Kg (40 lbs.) 1
IBM RS/6000 F50 2X POWER4 1 4X 36 SCSI ? tower 1 1 290

IBM P Series

8852-4XU
BladeCenter H
Chassis w/ 14X
JS21 blades 2X POWER5 8 each blade 2X 72 SAS 9

4X I/O switch
module 2 ? 159 Kg (350 lbs.) 1 + 2 coming

units coming w/
JS22 blades



QLogic Fiber
Channel HBAs
QLA2342
QLA2340
QLA2200F
QLA2310
QLA2462
QLE2460
QLE2462

Gigabit SX
Ethernet Adapters
Emulex Gigabit SX
Ethernet Adapter
PCI
IBM 09P2098
Gigabit SX
Ethernet Adapter
PCI
Sun Gigabit SX
Ethernet Adapter
PCI
Intel 82545EM
Gigabit Ethernet
Controller



Spare Parts:
power supplies for
Sun 420R
memory brd for
Sun 420R
motherboard/CPU/parts
for B1500
Video Cards Sun
XVR 500
Video Cards Sun
XVR 600
system brd for
V240
PS for V240

NEW pair, part #
300-2016 Type
A187A Power
Supply for Sun
Fire V490 2100.

Note the A187A
power supply is
meant for the
V490-2100 model,
with a 56VDC not
a 48VDC output
and is keyed
differently. It will
not fit the V490.

Brand Model Quantity Notes

Raritan, Guardian
ASCII Terminal
Converter AUATC many units

Raritan

Computer
Interface Module
UKVM

Raritan
Remote KVM
module URKVM

IBM

60G1066 RJ-45 to
DB9 Token Ring
Cable 11


